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1-Download the APP.
iOS APP download:
https://apps.apple.com/cn/app/%EB6%9E%81%E7%A9%BAbms/id142572569

Jikong BMS

Battery balancing management system software

Pengzhang
Designed specifically for iPhane
RD=
Android APP download:

https://play.google.com/store/apps/details?id=com.jktech.boms&hl=en US&qgl=US

JK BMS

JK-BMS

"JK BMS" APP is a management software for active balance series products.

3.6% 50K+ Y

1= 313 reviews Downloads Teen @
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2-Connect the APP.

2.1 Download the APP on mobile as instructed and open to connect.

11:38

Device List

JK_PB1A16S10P-01

2.2 Enter the user password 1234 to have access to the battery app.

Login

"BN-0002" want 10 make a pair, please in
put password
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3-Overview of the APP interface

Status Setting Control

H33M585 4 TIME: 23H34Me6S g TIME: 23H34M12S

Pre-
" | Discharge: OF «d Li-ion « Lifepod Modify PWD.

'o ] nV A
52.43 0.0
Battery Power: 8.6

Ave. Cell Volt
Battery Capacity:

«d Lo £ Modify PWD. Charge

Basic Settings

Discharge

Il Volt. Diff.: @ 3 Cell Count:
n Capacity:
Balance Curr. J Battery Capacity(AH):
Remain Battery:
MOS Temp.: : Balance Trig. Volt.(V):

Balance

Cycle Coun
Battery T1
Cycle Capacity

Calibrating Volt.(V): Eerger ey

g Calibrating Curr.(A): ]

Battery T2: 3 Heating
Battery T4: 4 Advance Settings

Battery T! -

e Disable Temp. Sensor
Heat Guirrent Start Balance Volt.(V):

& Max Balance Cur.(A): Dizplay Alwars On
Fault Record Count:
Time Enter Sleep: &

PCL Module: OF Smart Sleep On

Cells Voltage

€7 3.27¢ 3 5 Cell OVPR(V):
¢ ) Disable PCL Module

5880800688

08 .
Cell UVPR(V):
29

B 3 27 = - S 2024-01-26 11:39:17 TimeCal.

11

AallinnAA. 2

P.S.Default password “admin” or “123456”.

4-Modification Setting

You can modify the parameters in the interface of Settings. Click Verify PWD.
Enter admin or 123456.

TIME: 23H32 - el

Verify PWD.

Verify Permission of Settings

Basic Settings
9 Please input password to verify perrr
e on of settings

Cell Count

Battery Capacity(AH)

Balance Trig. Volt.(V):

Calibrating Volt.(V)
Cancel

Calibrating Curr.(A)




Bluetooth App User Manual

4.1 How to modify the communication protocol to your inverter type.
Our default protocol is CAN protocol: “002-PYLON-Low-voltage-V1.2”

If your inverter is Growatt, you can select “003 -Growatt BMS CAN-Bus-protocol...”
and then click OK.

11:39 [} 3

TIME: 1D6H48M1S

«d Li-ion «d Lifepod

«d Lto 3 Modify PWD.

WMUDSVIFL L)
MOS OTPR(°C):
SCP Delay(ps):
Select CAN Protocol
SCPR Time(S):

000 - Jikong BMS CAN protocol V2.0

Dischrg. Pre. Chrg. T(S):

- Deye Low-voltage hybrid inverte... BEvice Rdd

UART1 Protocol No.:

002 - PYLON-Low-voltage-V1.2
UART2 Protocol No.:

! .
003 - Growatt BMS CAN-Bus-protocol... SatiBoalho

User Private Data:

004 - Victron_CANbus_BMS_protocol...
User Data 2:

Con. Wire Res. Settings

Con. Wire Res.01 (mQ):

6 - CAN protocol 6
Con. Wire Res.02 (mQ):

- CAN protocol 7 Res03(mN). | 8.0

O

4.2 How to modify to the correct capacity.
You can enter 105 into the Battery Capacity(AH) and click OK.

TIME: 23H34M6S

«d Li-ion «d Lifepo4

Lo 3 Modify PWD.
Basic Settings
Cell Count:
Battery Capacity(AH):
Balance Trig. Volt.(V)
Calibrating Volt.(V):

Calibrating Curr.(A)

Advance Settings

Start Balance Volt.(V):
Max Balance Cur.(A):
Cell OVP(V):
S0C-100% Volt.(V):
Cell OVPR(V):

Cell UVPR(V)






